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BIORETENTION HYDRANT ACCESS

671

NTS

PLAN

CEMENT CONC. BARRIER CURB

PER COR STD DETAIL 304A

PAVER AND UPLAND PLANTING

SURFACE TO BE FLUSH WITH

TOP OF CURB, PROVIDE 6" MAX

REVEAL WHEN CURB IS

ADJACENT TO RAIN GARDEN.

EXISTING ROADWAY

PROPOSED THICKENED

CURB AND GUTTER

SEE DETAIL

THIS SHEET

MATCH

SIDEWALK

ELEVATION

EXISTING HYDRANT

8" X 8" RUNNING BOND

ECO-PRIORA PERVIOUS PAVER

INSTALL PER MANUFACTURER

RECOMMENDATIONS

8'

NOTES:

1. THIS DETAIL IS TO BE USED WHEN

BIORETENTION GARDEN ARE ON BOTH

SIDES OF THE STREET, OTHERWISE LOCATE

FIRE HYDRANT ON OPPOSITE SIDE OF THE

STREET FROM THE BIORETENTION CELL.

PROPOSED UPLAND

PLANTING OR

BIORETENTION

(WIDTH VARIES PER

PLANS)

SIDEWALK

 STANDARD  DETAILS
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NATURAL RESOURCES/STORMWATER ENGINEERING MANAGER


